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FIT 9.660 
Product Data Sheet

Full black aluminium 
extruded profile

To complete the FOCAL Inside concept, the engineers at Focal have developed an amplifier that is high-
performance, compact and easy to install: the FIT 9.660. This 9-channel amplifier/DSP delivers a total of 
660W RMS power. The DSP allows sophisticated hi-fi settings downloadable from the Focal Inside website.  
www.focal-inside.com.

USB port to flash 
product with preset 
done by expert

Finns for 
optimized heat 

dissipation

Connectors and 
cables dedicated  

to your car

Type Amplifier 9-channels DSP

• 3 class A/B channels 
(tweeters + center channel)

• 6 class D channels  
(woofers / subwoofers…)

• 10 bands parametric EQ  
(input & output channels)

• High / low / band pass crossovers 
(12/24dB with variable Q factor)

• Delay with 0.05ms steps per channel
• Parametric limiter for each output channel 

(‘’power’’ limitation)
• Expander / compressor (limitation of 

courant)
• Parametric phase inversion

CEA Power 
(4Ώ)

• 3x20W RMS + 6x70W RMS
• 3x20W RMS (4Ω)  

+ 6x100W RMS (2Ω)

Max. Power 1 300 W

Weight 3.53lbs (1 600 g)

Dimensions
87/16 x 67/16 x 13/4"  

(215 x 163 x 45 mm)

Key points
• Audio settings 

dedicated  
to your vehicule  
downloadable online 

• Compact,  
high-performance,  
easy to install

• Stop and Start 
compatible

Find the dedicated cables for your vehicule on www.focal-inside.com
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